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PenMount PMT103 can be applied to capacitive touch panel in COF type. It converts FPC 

into a normal USB interface for meeting clients’ test purpose. 

 

PMT103:

 

<Fig. 1> 

Mechanical Drawing             Connector Definition:                    

                         

 
<Fig. 2> 

JL2 10PIN PH0.5 

Pin 1 S/W Pin 6 SCL / RXD 

Pin 2 INTHM Pin 7 GND 

Pin 3 DETECT Pin 8 D+ 

Pin 4 RESET Pin 9 D- 

Pin 5 SDA / TXD Pin 10 VCC 

JL1 4PIN 1.0PH  

Pin 1 VCC Pin 3 D+ 

Pin 2 D- Pin 4 GND 

J1 J2 

Pin 1 VCC Pin 6 SDA / TXD 

Pin 2 D- Pin 7 RESET 

Pin 3 D+ Pin 8 DETECT 

Pin 4 GND Pin 9 INTHM 

Pin 5 SCL / RXD Pin 10 S/W 

(Front) (Back) 
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Assembly Guide 

The assembly diagram of PenMount PMT103 connected with projected capacitive touch 

panel in COF type, ( for USB interface only): 

 

 

 

  

 

 

 

 

 

 

 

   

 

 

 

 

 

 

 

 

 

                <Fig. 3>                                    <Fig. 4>  

 

BOM List 

Part Quantity Reference 

C,MLCC,104P X7R 0402 10V 10% 1 C1,C2 

R,CHIP,1K 0402 5% 1 R1,R7,R12 

CONN,W2B,CSI-1182-041R 1 JL1 

CONN,FPC,F0502WR-S-10PNLNT1T01L \燦達 1 JL2 

 

RANGE 

AMBIENT TEMPERATURE : -40℃ to +85℃ 

Operation side of touch panel 

(Front) (Back) 

USB Cable 

PMT103 
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